HS F 3.75

[.148] L 1.95
NOTES: [.077]
Current Rating: 1.0AMP [i B T et P D D T D) e D ) T D) e T i T D) B B D A
Contact Resistance: 20mQ Max D (2 B (P O 0 ﬁ@@@@@@@@ i .
Withstand Voltage: 500V AC/DC A 1A 2.00+0.10 28
Insulation Resistance: 1000MQ Min 2.0xNo.of Contacts/2-240.15 [.079+0.004] 3 3
Operation Temperature: —40C to +105C [.079xNo.of Contacts/2-.079+0.006] IS
2.0xNo.of Positions+0.5+0.25 —
. [.079xNo.of Positions+.01940.010]
Contact Material:Phosphor Bronze 2.0xNo.of Positions+3.6+0.30
Contact plating:Au Or Sn over Ni L.o;%xNNo.off Pposiptignsuzgfooéoowzj
Al _ .UXNO.O osItions .0TU.
Insulator Material:PBT+30%G.F UL94V-0 [.079xNo.of Postions-.18120.012] R
5238 5.0010.15
2.00 SEH8. 5 [.19740.006]
0 070 _"i I"_ [.079] a3 =52 |:4.00i0.15 ]
S [.028] | .15740.006
. 1f 1 oZ
° [ — a — (=]
Ordering Information | . S5 -
wn
5223- XX YP XX B W01 VUV a8
f 5.10£0.20
Noof Pins. - Contact Plating — Color Insulator 1.0xNo.of Contacts—1.040.15 " [20140.008]
05D 300 e e 4270) T [.039xNo.of Contacts—.039+0.006]
10P 34P S4=15u"Gold/Ni E=Grey(413C) SECTION A-A
12P 36P  §5=30u"Gold/Ni =
14P 40P SN=Tin o0 S
16P 44P L3 3 S 5.20£0.15
18P 50P 2.0xNo.of Positions+0.3£0.35 SESR [.20540.006]
20P 60P paly
29P 64P |.079xNo.of Positions+.01240.014] 3 S~ RiER 2.2040.10
1.0010.05 N [T 1[.08740.004]

24P
.039+0.002] Pi i [
ltem | Pitch Mating "_LFW [ e r|L »

Standard| 2.00 3121
Alternate
OPERATION |DRAW DATE SCALE| FIT |[PART NO.
5223-XXYPXXBWO1
xx_[#040| J¥Huang )2012/10/10 47 | mm — WCON
XXX | £0.15 WCON-Dongguan WCON—Kunshan
A0 |2012/10/10 2 (S— - SHEET| 1/1 Tel: 486 769 85358920 | Tel: +86 512 57468408
Angle | * 5 |APPROVE |DATE Customer NO. Fox: +86 769 85358915 | Fax: +86 512 57468468
REV DATE MODIFICATION DESCRIPTION CHANGE| pim | oL PROJ.| 4= E-mail: sales@wcon.com | E-mail: salesks@wcon.com
1 2 3 4 5 6 | 7 8 | 9 | 10
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